
SLIM DOWNLIGHT SERIES
4” SLIM RECESSED DISK

PREPARED BY: 

PROJECT:

TYPE:

• Wattage 8W
• Input Power 120V
• Lumens 500lm
• Power Factor >0.9
• Dimming TRIAC/ELV Dimming

• Efficacy 66lm/W
• CRI 90Ra
• Location Wet Location
• Operating Temperature -20°~40°
• Beam Angle 110°

Model Wattage Color  Temp Lumens Finish

LB11580 8W 2700K, 3000K, 3500K, 4000K, 5000K 500lm
White
Custom Option-Black, copper, bronze,chrome,brushed nickel

ORDERING GUIDE

186 Van Dyke Street - Brooklyn, NY 11231 Light Blue USA & Associates LLC  www.lightblueusa.com       718-475-2515

• Mounting: for use with a standard octagon junction box or 4”
recessed housing

• Suitable for WET LOCATION
• IC rated for direct contact with insulation

• 5 CCT Adjustable
• Built-in on board driver with 90mA output and 120V AC input
• Durable airtight aluminum body with iron trim
• Interchangeable magnetic trims

SPECIFICATIONS

FEATURES

ACCESSORIES
Mounting Screws 
Used when mounted to a 
fire-rated octagon junction box

Butterfly Mounting Clips With Screws 
Used when mounted to a compatible 4" 
recessed housing

E26 Base Adapter
Used when mounted to a compatible 
4" recessed housing 




