
CONTROLLER SERIES

PREPARED BY: 
PROJECT:

TYPE:

• Operation Voltage 4.5V (3xAAA battery)
• Operation Frequency 868MHz

• Dimensions 5.17” x 1.72” x 0.96”

ORDERING GUIDE
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• Adjustable changing speed with 8 levels, quickest speed is
10S, slowest speed is 9005.
• Enable to control 2 zones separately. Each zone can be set
endless receivers, each receiver maximally be controlled by 8
different remotes.
• Changing modes of 2 zones can be synchronized without any
confusion.
• Controlling RGBW 4 colors that achieve more selectable
colors than traditional RGB control.
• To work with power repeater to expand output unlimitedly

SPECIFICATIONS

FEATURES

RF RGBW CONTROLLER 
HAND HELD

Model Description
LB2819T100 RF RGBW CONTROLLER

• To adjust brightness of each color independently that can
achieve millions of changing colors.
• Built-in 4 changing modes
• Enable to save 4 colors
• Synchronization function of pattern changes ensure consistent
change forever
• Receivers can work with RF-WIFI converter after installing
software on IOS and Android system
• Enable to dim brightness of each R, G, B, W channel, in order
to mix millions colors
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RF RGBW CONTROLLER 
HAND HELD
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������� Choose and click one or multiple paired zone numbers(e.g. zone 2)

������� Click ��
��� button to activate the remote

������� Touch the color wheel or click the other buttons to select the scene
you like
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������� Choose and click one or multiple paired zone numbers(e.g. zone 2)

������� Click ��
��� button to activate the remote

������� Press and hold any scene buttons of ����� (e.g. ��)�, LED lights connected
with the RF receiver flicker once means the color/scene was saved successfully.   

������� Click any scene buttons of ����� (e.g. ��) to recall the saved scene
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Option 1: have all the receivers in the same zone, like zone 1
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Zone 1

Option 2: have each receiver in a different zone, like zone 1 or 2

Zone 1 Zone 2

RF remote

RF remote
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1. When pairing single color LED light to a single color remote, it might be interfered and paired by nearby 
RGBW senders, which might control the single color light into running mode. The running mode can not be 
stopped by the paired single color remote or by delete pairing. 
2. Then we need this remote, and pair the remote to the receiver via above “�� ���   ���� ��� ��� � ���������� �”, 
then touch the color wheel to stop the running mode. 
3. Then delete pairing and pair the receiver to the single color remote again, it can be controlled by the remote 
again.
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