LCTECH Guangdong Testing Services Co., Ltd.

Light Blue USA-Rayhil

Client:

LumCAT: LB85190
Luminaire: LED lamp
Report No:

Ballast type:

Test No:

LampCAT:

Lamp flux(lm): 2845.2
Number of Lamps: 1
Length(mm): 610
Phm Type: C

Photometric Results

Voltage(V): 120.010
Current(A): 0.194
Power (W): 22.980
PF: 0.986
Width(mm): 110
Height(mm): 50

Lumens(Im): 2845.21, Efficiency(%): 100.00% , Luminous Efficacy(Im/W): 123.81

Central intensity(cd): 762.530, Maximum intensity(cd): 762.530

Angle of maximum intensity: C=60.0 y=0.0

Beam Angle(50%Imax): [C0/180]Total=133.0
[C90/270]Total=111.8

Field angle(10%Imax): [C0/180]Total=239.6
[C90/270]Total=159.2

Maximum s/h(1/2): C0_180=1.30 C90 270=1.25

Maximum s/h(1/4): CO_180=1.44 C90 270=1.37

Up flux rate of lamp(%): 11.09%

Down flux rate of lamp(%): 88.91%

Up flux rate of LUM(%): 11.09%

Down flux rate of LUM(%): 88.91%

CIE Type : Semidirect lighting

Output flux ratio in « solid angle : 62.509%

Equipment: LC-1-902 GMS-2000

Temperature(°C): 25.2

Date: 2025/2/19
Humidity(%): 50.8%

Operator: JUN WANG
Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Zonal flux distribution table

Appendix Page: 2 Total:12

v(®) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)

0.0 762.530 0.000 0 0.00% 0.00%
5.0 759.910 18.200 18.2 0.64% 0.64%
10.0 751.156 54.056 72.256 1.90% 2.54%
15.0 735.709 88.200 160.456 3.10% 5.64%
20.0 714.915 119.552 280.007 4.20% 9.84%
25.0 687.125 147.048 427.056 5.17% 15.01%
30.0 654.554 169.791 596.846 5.97% 20.98%
35.0 616.667 187.196 784.043 6.58% 27.56%
40.0 575.950 198.979 983.022 6.99% 34.55%
45.0 528.846 204.562 1187.583 7.19% 41.74%
50.0 481.112 204.077 1391.66 7.17% 48.91%
55.0 431.801 198.498 1590.158 6.98% 55.89%
60.0 383.100 188.362 1778.52 6.62% 62.51%
65.0 330.965 173.591 1952.11 6.10% 68.61%
70.0 281.756 155.145 2107.255 5.45% 74.06%
75.0 235.433 135.185 2242.44 4.75% 78.81%
80.0 194.136 114.941 2357.381 4.04% 82.85%
85.0 155.644 95.044 2452.425 3.34% 86.19%
90.0 126.650 77.294 2529.719 2.72% 88.91%
95.0 103.886 63.122 2592.841 2.22% 91.13%
100.0 86.211 51.654 2644.495 1.82% 92.95%
105.0 70.858 42.027 2686.523 1.48% 94.42%
110.0 58.417 33.791 2720.313 1.19% 95.61%
115.0 48.628 27.105 2747.418 0.95% 96.56%
120.0 41.116 21.817 2769.235 0.77% 97.33%
125.0 34.753 17.537 2786.772 0.62% 97.95%
130.0 29.844 14.046 2800.817 0.49% 98.44%
135.0 25.974 11.279 2812.096 0.40% 98.84%
140.0 23.146 9.095 2821.191 0.32% 99.16%
145.0 20.389 7.263 2828.455 0.26% 99.41%
150.0 18.044 5.660 2834.114 0.20% 99.61%
155.0 15.809 4.284 2838.398 0.15% 99.76%
160.0 13.499 3.074 2841.472 0.11% 99.87%
165.0 10.707 1.995 2843.467 0.07% 99.94%
170.0 8.174 1.120 2844.587 0.04% 99.98%
175.0 6.164 0.513 2845.1 0.02% 100.00%
180.0 2.728 0.106 2845.206 0.00% 100.00%

Equipment: LC-1-902 GMS-2000
Temperature(°C): 25.2

Date: 2025/2/19
Humidity(%): 50.8%

Operator: JUN WANG
Distance(m): 29.95




Light Blue USA-Rayhil LB85190

Zonal flux distribution table Appendix Page: 3 Total:12
ZONAL LUMEN SUMMARY

Zone Lumens %Lamp Y%Fixt
0-30 596.85 20.98% 20.98%
0-40 983.02 34.55% 34.55%
0-60 1778.52 62.51% 62.51%
0-90 2529.72 88.91% 88.91%
0-120 2769.23 97.33% 97.33%
0-180 2845.21 100.00% 100.00%
60-90 751.20 26.40% 26.40%
90-120 239.52 8.42% 8.42%
90-130 271.10 9.53% 9.53%
90-150 304.40 10.70% 10.70%
90-180 315.38 11.08% 11.08%
0-76.47 2276.17 80.00% 80.00%

ZONAL LUMEN SUMMARY

0-10 72.26
10-20 207.75
20-30 316.84
30-40 386.18
40-50 408.64
50-60 386.86
60-70 328.74
70-80 250.13
80-90 172.34
90-100 114.78
100-110 75.82
110-120 48.92
120-130 31.58
130-140 20.37
140-150 12.92
150-160 7.36
160-170 3.11
170-180 0.51
Equipment: LC-1-902 GMS-2000 Date: 2025/2/19 Operator: JUN WANG

Temperature(°C): 25.2 Humidity(%): 50.8% Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Light Distribution Curve [Unit:cd] Appendix Page: 4 Total:12
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Equipment: LC-1-902 GMS-2000 Date: 2025/2/19 Operator: JUN WANG
Temperature(°C): 25.2 Humidity(%): 50.8% Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Lux distance Curve Appendix Page: 5 Total:12
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Equipment: LC-1-902 GMS-2000 Date: 2025/2/19 Operator: JUN WANG
Temperature(°C): 25.2 Humidity(%): 50.8% Distance(m): 29.95



Light Blue USA-Rayhil LB85190

ISO illuminance diagram

Appendix Page: 6 Total:12
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Equipment: LC-1-902 GMS-2000
Temperature(°C): 25.2

Date: 2025/2/19

Humidity(%): 50.8%

Operator: JUN WANG
Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Space ISO Lux diagram

Appendix Page: 7 Total:12
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Equipment: LC-1-902 GMS-2000
Temperature(°C): 25.2

Date: 2025/2/19
Humidity(%): 50.8%

Operator: JUN WANG
Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Luminance Limitting Curve(no luminous side)

Luminance Table

Appendix Page: 8 Total:12

Y 45 50 55 60 65 70 75 80 85
Co 8054 7751 7483 7231 7020 6868 6761 6719 6821
C45 8073 7666 7272 6886 6498 6155 5872 5593 5449
C90 9759 9446 9036 9091 7804 6973 5836 4155 2233
L(Hor)(65) |L(Ver)(65) |L45(65)  |L(Hor)(75) |L(Ver)(75) |L45(75)  |L(Hor)(85) |L(Ver)(85) |L45(85)
13864 9176 11785 18231 7621 14187 42260 4326 29075
Glare Table
Glare Quality Service Values Illuminance(lx)
1.15 A 2000 1000 500 <=300
1.5 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.2 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
a b c d e f g h
Luminance Limitting Curve
v(®)
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\ \\\\ —~—T3
65 \ \
| e
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\ \
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Equipment: LC-1-902 GMS-2000
Temperature(°C): 25.2

Date: 2025/2/19
Humidity(%): 50.8%

Operator: JUN WANG
Distance(m): 29.95

T8 (a/hs)
T6



Light Blue USA-Rayhil LB85190

Utilization factor table for indoor luminaire Appendix Page: 9 Total:12
RHOC( 80 70 50 30 10
RHOW| 50 [ 30 [ 10 [ 50 [ 30 [ 10 [ 50 [30 [ 10 [50 [30 [10 {50 |30 ]rio
RCR COEFFCIENTS OF UTILIZATION RHOFC=20 CU
o |16 [rie 116 12 [z [z {105 [1os [10s [09s [o9s [098 [092 [0.92 [0.92 [o.89
1 [o9s (093 [0.89 [0.95 [090 [0.86 [0.89 [o.85 [0.81 [0.83 [0.80 [0.77 [0.77 {075 [073 [0.70
2 |oss {077 [o71 [082 [075 [o69 [0.76 [071 [0.66 [0.71 [o.67 [0.63 [0.67 [0.63 [0.60 [0.57
3 lo74 |oes [o0ss [071 [o63 [057 [o67 [060 {054 [062 [057 [os2 |08 [o.s54 [os50 [0.47
4 |oes 056 049 [0.63 |04 [04s [0.59 [052 [046 [055 [049 [044 [052 [047 [042 040
5 |oss [oas [042 [os6 [047 041 [053 [04s [039 049 [0.43 [038 [046 [041 (036 [0.34
6 |os2 {043 [036 [050 [042 [035 047 [0.40 [034 [045 038 [033 [042 [036 [032 [030
7 l047 [o03s [032 [o46 [037 [031 [043 [036 [030 041 [034 [020 [038 [033 [028 [0.26
8 [043 [034 [028 [042 033 [028 [039 [032 [027 [037 (031 [026 [035 [029 025 [0.23
9 o039 o031 [o25 [038 [030 [025 {036 [020 [024 [034 (o028 (023 [032 [027 (023 [o21
10 [036 [028 [023 [035 [028 [022 [033 [o26 [022 [032 [026 [021 [030 [025 [021 [o.19
Equipment: LC-1-902 GMS-2000 Date: 2025/2/19 Operator: JUN WANG

Temperature(°C): 25.2 Humidity(%): 50.8% Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Intensity data(cd) Appendix Page: 10 Total:12
Chy(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0

0.0 762.53  761.65 75549  742.30  724.71 70096 671.94  637.64  599.82

15.0 762.53  760.76  753.67  741.27  722.68 699.65  667.77  635.00  596.03

30.0 762.53  760.74  752.70  740.18  720.51 695.48  664.20  628.44  589.11

45.0 762.53  759.83 751.74 73735  717.57  689.69  658.22  620.45  578.19

60.0 762.53  760.73 752.63  736.42 713.92  686.01 651.80  612.18  568.07

75.0 762.53  759.83 750.81 733.69  712.06  683.21 648.06  607.50  561.53

90.0 762.53  760.72 750.78  733.62 711.03  681.22 645.08  606.23 558.35

105.0 762.53 760.72 750.78 735.43 713.74 684.83 650.50 610.75 565.57
120.0 762.53 760.73 752.62 738.19 717.46  689.52 657.07  618.32 575.05
135.0 762.53 762.53 755.31 741.77 723.73 697.56 665.97  628.97 587.46
150.0 762.53 761.63 756.23 742.72 708.51 701.31 673.40 635.59 599.58
165.0 762.53 761.63 756.26  744.61 727.58 704.29 675.61 644.25 603.03
180.0 762.53 760.77 752.86  737.90 717.68 692.17 660.51 627.97 588.39
195.0 762.53 759.87 751.02 735.96 717.36  689.91 660.68 625.26 587.17
210.0 762.53 758.95 750.91 736.61 715.15 688.33 656.15 619.50 581.06
225.0 762.53 758.93 749.04 732.86 713.07  685.20 651.93 612.36 569.20
240.0 762.53 758.93 748.13 731.92 708.51 677.00 642.79 602.28 559.97
255.0 762.53 758.02 746.31 728.28 705.75 672.40 638.15 596.68 550.72
270.0 762.53 758.01 745.36  728.20 702.90 671.28 636.04 591.77 547.50
285.0 762.53 758.01 746.27  728.20 703.80 672.18 638.75 596.29 583.64
300.0 762.53 758.02 748.11 730.98 723.77  676.90 639.95 601.19 555.22
315.0 762.53 759.82 750.80 731.85 711.09 682.22 647.02 608.22 564.00
330.0 762.53 758.93 749.93 733.72 712.11 684.21 652.70 614.89 574.37
345.0 762.53 758.05 749.99 732.96 713.25 685.47 655.01 618.27 579.74
360.0 762.53 761.65 755.49 742.30 724.71 700.96 671.94 637.64 599.82

Chy(®) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 560.24 519.79  480.21 43799  397.54 357.08  321.02 282.32 249.78
15.0 556.18 513.67  472.04 430.42 387.02 348.05  309.09 271.89 237.35
30.0 544.41 501.50  456.80 410.32 366.52 322.71 284.27  245.83 210.97
45.0 531.43 482.88  434.32 382.16  334.51 287.75 245.48 203.22 167.25
60.0 520.36  468.14  413.22 356.51 299.79 245.77 195.36 152.15 114.33
75.0 511.96  457.88  399.29 340.70 2717.61 214.52 154.13 102.75 58.59
90.0 509.56 45535  396.62 333.38 269.23 206.90 140.94 79.51 29.81

105.0 514.98 460.77 406.56 346.03 284.59 223.16 164.43 114.74 70.47

120.0 527.28 475.91 421.83 365.94 314.57 259.58 212.72 167.65 129.79
135.0 541.44 494.52 447.59 397.96 350.13 303.21 261.70 219.28 184.09
150.0 557.27 513.15 469.04 424.93 382.62 338.50 299.79 261.08 225.07
165.0 567.19 527.77 486.55 444.44 402.32 362.00 322.57 286.73 251.79
180.0 551.45 510.99 469.66 429.20 388.74 351.80 312.22 271.92 244.50
195.0 547.32 505.70 465.84 421.56 382.59 342.74 303.77 267.46 233.81
210.0 535.47 494.35 448.76 404.06 360.26 318.24 278.02 240.47 207.39
225.0 523.34 473.88 424.43 3717.67 326.41 282.35 239.19 198.73 163.66
240.0 507.75 458.24 402.42 346.60 291.69 237.67 188.16 144.94 108.93
255.0 499.34 444.36 385.77 324.48 265.89 202.80 143.31 127.99 51.38

270.0 492.39 439.09 380.36 363.20 251.17 185.21 123.78 62.34 20.78

285.0 499.62 441.80 386.69 326.15 263.81 203.28 147.27 98.48 62.34

300.0 506.55 453.37 398.39 344.31 290.23 238.85 191.98 152.33 117.17
315.0 517.08 469.25 419.62 373.59 325.77 280.65 239.14 200.33 165.14
330.0 531.16 487.05 440.23 398.82 355.61 314.19 274.58 239.47 204.36
345.0 538.52 497.30 456.98 413.97 374.54 335.12 297.49 261.64 226.70
360.0 560.24 519.79 480.21 437.99 397.54 357.08 321.02 282.32 249.78

Equipment: LC-1-902 GMS-2000 Date: 2025/2/19 Operator: JUN WANG
Temperature(°C): 25.2 Humidity(%): 50.8% Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Intensity data(cd) Appendix Page: 11 Total:12
Chy(°) 90.0 95.0 100.0 105.0 110.0 115.0 120.0 125.0 130.0

0.0 217.24 187.33 160.07 135.44 11434  94.11 77.40 64.20 53.65

15.0 207.24 176.24 150.56 126.65 105.39  86.79 72.62 60.22 49.60

30.0 178.79 150.18 125.15 104.59  84.92 69.73 57.21 48.27 41.12

45.0 137.58 110.60  89.02 71.04 56.65 45.86 39.57 34.17 30.57

60.0 84.63 62.12 4591 36.01 28.81 24.31 22.51 20.71 19.81

75.0 3245 18.03 12.62 10.82 9.91 9.91 9.91 9.91 9.01

90.0 3.61 1.81 1.81 1.81 0.90 0.90 1.81 1.81 1.81

105.0 43.37 27.10 18.07 15.36 13.55 12.65 12.65 11.75 10.84
120.0 99.15 74.81 56.78 43.26 35.15 29.74 26.14 24.34 22.53
135.0 152.51 124.53 100.17 81.22 64.97 53.24 44.22 37.90 33.39
150.0 192.66 162.95 137.74 114.33 93.63 76.52 63.92 52.22 45.01
165.0 218.63 188.17 160.39 135.30 112.01 93.19 77.06 63.62 52.87
180.0 212.84 182.94 156.55 131.05 109.06 91.47 73.88 61.57 51.01
195.0 201.92 172.70 147.90 122.22 101.85 84.14 69.08 56.68 46.94
210.0 174.32 147.50 122.47 101.02 82.24 67.05 56.32 46.48 39.33
225.0 133.08 107.01 86.32 69.24 54.85 45.86 44.06 34.17 29.67
240.0 81.92 59.42 55.82 35.11 29.71 26.11 23.41 21.61 18.91
255.0 27.94 18.03 13.52 12.62 11.72 10.82 9.91 9.01 9.01

270.0 2.71 2.71 2.71 2.71 2.71 2.71 1.81 1.81 1.81

285.0 37.04 23.49 17.17 15.36 13.55 13.55 12.65 11.75 10.84
300.0 89.23 66.70 51.38 39.66 32.45 27.94 25.24 22.53 20.73
315.0 137.17 111.90 90.24 73.09 59.56 48.73 40.61 35.19 30.68
330.0 175.55 147.64 123.34 101.73 83.73 69.32 56.72 47.71 40.51
345.0 198.02 169.35 143.37 120.97 100.36 82.44 68.10 56.45 46.59
360.0 217.24 187.33 160.07 135.44 114.34 94.11 77.40 64.20 53.65

Chy(®) 135.0 140.0 145.0 150.0 155.0 160.0 165.0 170.0 175.0

0.0 44.85 38.70 34.30 29.90 26.39 21.99 16.71 12.31 7.92
15.0 42.51 37.20 32.77 28.34 25.68 21.26 16.83 11.51 7.97
30.0 35.76 32.18 28.61 25.92 22.35 18.77 14.30 10.73 7.15
45.0 27.88 25.18 22.48 20.68 17.98 15.29 12.59 8.99 7.19
60.0 18.01 17.11 15.30 13.50 12.60 10.80 9.00 7.20 6.30
75.0 8.11 8.11 7.21 7.21 7.21 7.21 6.31 6.31 541
90.0 1.81 2.71 2.71 3.61 4.52 5.42 5.42 5.42 5.42
105.0 10.84 9.94 9.03 9.03 8.13 8.13 6.32 5.42 5.42
120.0 20.73 18.93 17.13 16.22 14.42 12.62 9.91 7.21 5.41
135.0 29.78 27.07 24.36 21.66 18.95 16.24 13.54 9.93 6.32

150.0 38.71 34.21 30.61 27.01 23.41 19.81 16.20 11.70 7.20
165.0 44.80 38.53 34.05 29.57 25.99 21.50 17.02 13.44 8.06

180.0 43.10 36.94 31.66 27.26 22.87 18.47 14.07 9.67 6.16
195.0 39.85 34.54 30.11 25.68 22.14 20.37 13.28 9.74 6.20
210.0 33.97 33.08 26.82 22.35 18.77 16.09 12.52 8.94 5.36
225.0 26.98 23.38 20.68 17.98 15.29 12.59 9.89 7.19 5.40
240.0 17.11 15.30 13.50 12.60 10.80 9.00 7.20 5.40 5.40
255.0 8.11 7.21 6.31 5.41 541 5.41 4.51 4.51 5.41
270.0 1.81 1.81 1.81 2.71 2.71 3.61 4.52 4.52 5.42
285.0 9.03 8.13 7.23 6.32 6.32 5.42 5.42 5.42 5.42
300.0 18.93 16.22 14.42 12.62 10.82 9.01 7.21 6.31 541
315.0 27.07 24.36 21.66 18.95 16.24 12.63 9.93 7.22 541
330.0 34.21 30.61 27.01 22.51 18.91 15.30 11.70 8.10 6.30
345.0 39.43 34.05 29.57 25.99 21.50 17.02 12.54 8.96 6.27

360.0 44.85 38.70 34.30 29.90 26.39 21.99 16.71 12.31 7.92

Equipment: LC-1-902 GMS-2000 Date: 2025/2/19 Operator: JUN WANG
Temperature(°C): 25.2 Humidity(%): 50.8% Distance(m): 29.95



Light Blue USA-Rayhil LB85190

Intensity data(cd) Appendix Page: 12 Total:12
Chy(®) 180.0
0.0 6.16
15.0 5.31
30.0 5.36
45.0 5.40
60.0 5.40
75.0 5.41
90.0 5.42
105.0 5.42
120.0 5.41
135.0 5.41
150.0 5.40
165.0 5.38
180.0 0.00
195.0 0.00
210.0 0.00
225.0 0.00
240.0 0.00
255.0 0.00
270.0 0.00
285.0 0.00
300.0 0.00
315.0 0.00
330.0 0.00
345.0 0.00
360.0 6.16
Equipment: LC-1-902 GMS-2000 Date: 2025/2/19 Operator: JUN WANG

Temperature(°C): 25.2 Humidity(%): 50.8% Distance(m): 29.95



